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OPERATING CONDITIONS
 

WIND:
-   reference standard =  UNI EN 1991-1-4
-   wind speed            =  28 m/s
-   terrain category     =  Cat. II - Area with low vegetation such as grass and isolated obstacles
                                      (trees, buildings) with separations of at least 20 obstacle heights
 

SEISMIC ACTIONS:
-   reference standard  =  UNI EN 1998-1
-   peak ground acceleration (PGA)  =  0,15 g
-   ground type  =  C - Deep deposits of dense or medium-dense sand, gravel or stiff clay with
                            thickness from several tens to many hundreds of metres.
 

SNOW LOAD:                                  ADDITIONAL LOADS:
-   not considered                              -   reference standard  =  EN 62368-1:2014 section 8.7
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OPERATING CONDITIONS
 

WIND:
-   reference standard =  UNI EN 1991-1-4
-   wind speed            =  28 m/s
-   terrain category     =  Cat. II - Area with low vegetation such as grass and isolated obstacles
                                      (trees, buildings) with separations of at least 20 obstacle heights
 

SEISMIC ACTIONS:
-   reference standard  =  UNI EN 1998-1
-   peak ground acceleration (PGA)  =  0,15 g
-   ground type  =  C - Deep deposits of dense or medium-dense sand, gravel or stiff clay with
                            thickness from several tens to many hundreds of metres.
 

SNOW LOAD:                                  ADDITIONAL LOADS:
-   not considered                              -   reference standard  =  EN 62368-1:2014 section 8.7
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AESYS S.p.A. reserves the right to make changes and variations based on future needs. 
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OPERATING CONDITIONS
 

WIND:
-   reference standard =  UNI EN 1991-1-4
-   wind speed            =  28 m/s
-   terrain category     =  Cat. II - Area with low vegetation such as grass and isolated obstacles
                                      (trees, buildings) with separations of at least 20 obstacle heights
 

SEISMIC ACTIONS:
-   reference standard  =  UNI EN 1998-1
-   peak ground acceleration (PGA)  =  0,15 g
-   ground type  =  C - Deep deposits of dense or medium-dense sand, gravel or stiff clay with
                            thickness from several tens to many hundreds of metres.
 

SNOW LOAD:                                  ADDITIONAL LOADS:
-   not considered                              -   reference standard  =  EN 62368-1:2014 section 8.7
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Dimensions, measurements and any other numerical reference in this document are to be considered 
susceptible to change and to be considered non‐binding.
AESYS S.p.A. reserves the right to make changes and variations based on future needs. 
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EXPLODED VIEW

OPERATING CONDITIONS
 

WIND:
-   reference standard =  UNI EN 1991-1-4
-   wind speed            =  28 m/s
-   terrain category     =  Cat. II - Area with low vegetation such as grass and isolated obstacles
                                      (trees, buildings) with separations of at least 20 obstacle heights
 

SEISMIC ACTIONS:
-   reference standard  =  UNI EN 1998-1
-   peak ground acceleration (PGA)  =  0,15 g
-   ground type  =  C - Deep deposits of dense or medium-dense sand, gravel or stiff clay with
                            thickness from several tens to many hundreds of metres.
 

SNOW LOAD:                                  ADDITIONAL LOADS:
-   not considered                              -   reference standard  =  EN 62368-1:2014 section 8.7
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OPERATING CONDITIONS
 

WIND:
-   reference standard =  UNI EN 1991-1-4
-   wind speed            =  28 m/s
-   terrain category     =  Cat. II - Area with low vegetation such as grass and isolated obstacles
                                      (trees, buildings) with separations of at least 20 obstacle heights
 

SEISMIC ACTIONS:
-   reference standard  =  UNI EN 1998-1
-   peak ground acceleration (PGA)  =  0,15 g
-   ground type  =  C - Deep deposits of dense or medium-dense sand, gravel or stiff clay with
                            thickness from several tens to many hundreds of metres.
 

SNOW LOAD:                                  ADDITIONAL LOADS:
-   not considered                              -   reference standard  =  EN 62368-1:2014 section 8.7
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